
Mystik Lubricants are all about keeping your equipment 

running efficiently and maximizing its usefulness so you 

can get your work done. We offer a broad line of top-quality 

greases formulated for a variety of demanding applications. 

We know your equipment has different performance needs, 

so we’ve engineered our products to meet these demands. 

And if this wide range of greases doesn’t meet your specific 

need, our technology experts can formulate one that does.

© 2022 CITGO Petroleum Corporation. All rights reserved. The Mystik name and logo are registered trademarks of CITGO Petroleum Corporation.	 CIT-7482

A GREASE 
FOR EVERY 
APPLICATION.



Mystik® Grease Application and Performance Chart

 
GREASES
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MATERIAL 

ID#

665087002 JT-6® Heavy Duty SynBlend 460 #2 2 -5 to 350 p • Magenta 500 460 • • • • • • • • • • • • • •
665003002 JT-6 High Temp #1 1 -10 to 325 p • Red 500 630 • • • • • • • • • • • • • • • • •
665005002 JT-6 High Temp #2 2 -10 to 325 p • Red 500 630 • • • • • • • • • • • • • • • • •
665056002 JT-6 High Temp 3% Moly #2 2 -10 to 325 p  • Gray/Black 500 630 • • • • • • • • • • • • • •
665032002 JT-6 Industrial Robot #0 0 -10 to 290 • Yellow to 

Amber 375 80 • • • •
665027002 JT-6 Low Temp #2 2 -40 to 250  • Amber 285 20 • • • • •
665051002 JT-6 Low Temp SynBlend #2 2 -20 to 325 p  • Blue 500 70 • • • • • • • • • • • • • •
665065002 JT-6 Marine Multi-Purpose #2 2 0 to 250 • Blue 290 1080 •* • • • • • • • • •
665006002 JT-6 Multi-Purpose #2 2 0 to 250 • Amber 290 1080 •* • • • • • • • •
665071002 JT-6 Synthetic 100 #1 1 -40 to 350 • Blue 500 110 • • • • • • • • • •
665077002 JT-6 Synthetic 220 #2 2 -20 to 350 p  • Blue 500 220 • • • • • • • • • • • • • • • • •
655424002 JT-6 Synthetic 460 #00 00 -20 to 350 • Red 460 • • • • • • • • • • • •
655451002 JT-6 Synthetic 460 #1 1 -20 to 350 • Green 500 460 • • • • • • • • • • • • • • • • • • •
655427002 JT-6 Synthetic 460 #2 2 -20 to 350 p • Green 500 460 • • • • • • • • • • • • • • • • • • •
655429002 JT-6 Synthetic Electric Motor #2 2 -10 to 325 • Blue 500 100 • • • • •
655566002 AluPlex® Plunger #00 00 10 to 325 • Red 1000 • • • •
655565002 AluPlex Plunger #000 000 0 to 325 • Red 1000 • • • •
655564002 AluPlex Plunger Low Temp #000 000 -20 to 325 • Red 150 • • • •
655542002 CalSuPlex® 5% Moly #2 2 -5 to 325 • Gray/Black 500 150 • • • • • • • •
655582002 CalSuPlex Multi-Purpose #2 2 -5 to 325 p • Green 500 150 • • • • • • • • • •
665023002 Centralized System #0-00 0-00 0 to 275 • Amber 360 • • • • • •
665101002 Cotton Picker #00 00 5 to 200 • Light Green 20 •
655531002 Curve Rail #0 0 -30 to 250 • Gray 20 • • •
655532002 Curve Rail #1 1 -30 to 250 • Gray 300 20 • •
665150002 General Purpose #2 2 5 to 250 • Dark Brown 320 • • •
655231002 High Speed Coupling 1 20 to 275 • Amber 335 4240 • • • •
655771002 Lithium Extreme Pressure #00-000 00-000 0 to 275 • Dark Amber 170 • • • •
655210002 Lithium Extreme Pressure #0 0 0 to 275 • Dark Amber 170 • • • • •
655211002 Lithium Extreme Pressure #1 1 5 to 275 p • Dark Amber 350 170 • • • • • •
655212002 Lithium Extreme Pressure #2 2 5 to 275 p • Dark Amber 375 170 • • • • • •
655351002 LithoPlex® 3% Moly #1 1 -5 to 325 • Gray 500 285 • • • • • • • • • •
655352002 LithoPlex 3% Moly #2 2 5 to 325 • Gray 500 375 • • • • • • • • • •
655356002 LithoPlex 5% Moly #1 1 0 to 325 • Gray 500 375 • • • • • • • • • •
655357002 LithoPlex 5% Moly #2 2 5 to 325 • Gray 500 375 • • • • • • • • • •
655435002 LithoPlex Dye Free #1 1 5 to 325 • Amber 500 480 • • • • •
655366002 LithoPlex Industrial #1 1 0 to 300 • Green 410 540 • • • • • • • • • • •
655367002 LithoPlex Industrial #2 2 5 to 300 • Green 430 540 • • • • • • • • • • •
655360002 LithoPlex Mining #1 1 5 to 325 • Gray 500 385 • • • • • • •
655358002 LithoPlex Mining #2 2 5 to 325 • Gray 500 385 • • • • • • •
655341002 LithoPlex Multi-Purpose #1 1 0 to 325 p • Gray 500 230 • • • • • • • • • • • • • •
655340002 LithoPlex Multi-Purpose #2 2 0 to 325 p • Gray 500 230 • • • • • • • • • • • • • •
655387002 LithoPlex Multi-Purpose Red #2 2 0 to 325 p • Red 500 230 • • • • • • • • • • • • •
655437002 LithoPlex Pellet Mill #2 2 0 to 325 • Red 500 630 • • • • • • • • •
655539002 LithoPlex Plunger 320 #00 00 0 to 325 • Green 320 • • • • • •
655538002 LithoPlex Plunger 320 #000 000 0 to 325 • Green 320 • • • • • •
655572002 LithoPlex Power Tool #2 2 5 to 325 • Amber 500 630 • • • • •
655343002 LithoPlex Red Tacky #1 1 0 to 325 p • Red 500 500 • • • • • • • • • • • •
655344002 LithoPlex Red Tacky #2 2 0 to 325 p • Red 500 500 • • • • • • • • • • • •
665035002 Open Gear #1.5 1.5 25 to 265 • Black 300 1570 • • • • • •
655780002 Railroad Traction Motor Gear Semi-fluid • Brown • • • •
665053002 Tool Joint Compound #1 1 • Brown 290 • • •

* Boat Trailer Wheel Bearings without Disc Brakes
Chart Note: Dropping Point can vary from batch to batch. Test results on the same sample run at different labs can vary significantly. The operating temperature of a grease is dependent on a number of variables including whether the application is continuous or intermittent operation, the size and configuration of the transfer 
line and pump and the method by which the grease is transferred to the application. The ranges above are based on the USS Greases Mobility values, the Pour Point of the base oils, the amount and type of polymer in the grease, the Flash Point of the base oils and the NLGI guidelines based on thickener type.


